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DISC FILTER

TECHNICAL DATASHEET

Designed for the filtration of large volumes of
wastewater, the compact system has the capability
to filter high flows (volumes) of liquids.

KEY FEATURES:

Compact unit with high flows up to 861 L/s

Gravity flows saves energy costs

Simple removal and replacement of cartridge filters

Fully automated operation including pre-set operational parameters
Installed above ground in steel tanks or below ground in concrete channels
Enables filtration from 10pum up to 200pum mesh size

The process can be used to assist with achieving Fe & P compliance

Skid mounted option
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Front view

Please see reverse of sheet for technical information tables.
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MODEL DIMENSIONS (MM) 4’3A|3|(| E;%‘LVCWLETHH WEIGHT (KG) ITII)-:TI{L?\:LLEE)T A;’:F':‘:;'EE
L w H EMPTY | OPERATIONAL
4FDO 2080 | 2080 | 3080 541/5 1100 5100 DN300 v
6FDO 2550 | 1850 | 3080 86L/S 1400 6400 DN350
4FDGO 2992 | 2700 | 2830 97L/s 1800 9100 DN40O
6FDGO 3380 | 2700 | 2830 146 L/S 2500 1130 DN500

Disclaimer

WCS Environmental Engineering has a policy of continual product development and the above
information may be subject to change without notice. Errors and omissions excepted. Technical drawings
are indicative only. WCS Environmental Engineering Ltd is a portfolio company of Marlowe PLC.
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